The EDVOTEK® digital shaking waterbath features a stainless steel chamber, which is cor-
rosion resistant and temperature controlled from ambient +5°C to 99°C (while using the
included cover). Please keep this user manual for future reference.

FEATURES:
Chamber capacity: 32cmx30cmx 13 cm (12 liter)
Basketsize: 21cmx23cmx9cm
Temperature range:  Ambient +5°C to 99°C (with included lid)
Basket speed:  55-260 RPM
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SAFETY GUIDE:

4 CAUTION - dangerous or harmful.
T NOTE - important operation or maintenance instruction.

% Do not attempt to disassemble the product without authorization.

% Do not attempt to replace the power cord without authorization.

% Any changes or modifications to the product could cause potential harm to the user.

% If any unusual circumstance occurs, immediately turn off the water bath and discon-
nect power.

11,

Contact EDVOTEK® for maintenance or warranty information.

Before cleaning or moving the water bath, turn off the power and disconnect the
plug.

Do not expose water bath to toxic substances, volatile chemical solvents, low-con-
centration explosive gases, or low-ignition-point gases.

To ensure normal operation and avoid accidents, store and operate water bath on a
level surface. Avoid tilting and maintain balance. Avoid using the water bath in a cold
environment.
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TO OPERATE:

1. PLACE unit on a level surface.

2. CHECK to ensure drain plug is secure and tight (place plug in its holder space).
3. ADD enough DH,0 to cover the heating element at the base of the chamber.

4. PLACE the basket and SECURE it to the rotation rod using a 5 mm allen wrench.
5. Turn unit ON using the on switch at the rear of the unit.

6. Press the “SET” button.

7. “SP”"indicates the TEMPERATURE SETTING - use the ENKd arrows to ADJUST the
temperature up or down to the desired temperature (99°C max.).

8.  Press the "SET" button again.

9. “sU”indicates the basket RPM SPEED - use the N K4 arrows to ADJUST the speed
up or down to the desired rotation (55-260 RMP).

10. Press the “SET” button again.

11. “SF” indicates the TIME - use the ENKd arrows to ADJUST the time (in minutes) to
the desired time for the experiment (max. 999 minutes).

12. Press the “SET” button again, the display for Temperature and RPM should indicate
the number you set up.

13. Next press the “START” button. The display for RPM should indicate 000. There is
a moderate delay before the basket begins to rotate. The basket will initially rotate
very fast until it settles on the correct speed which is why we suggest initially adding
a minimal amount of water to the chamber to avoid splashing water at that initial
rotation. Once the basket is in motion, it is safe to add additional DH,0. We recom-
mend that you not fill water ABOVE the bottom of the side rails for the basket. NOTE:
It is very important not to overfill the chamber to avoid water splashing out and to
avoid water going into the rotation rod hole.

14. Also, it is of utmost importance to PREVENT WATER FROM GOING BELOW THE
HEATING ELEMENT at the base of the unit. This will void the warranty. The heating
element MUST be covered with water at all times. Add DH,0 as needed to avoid
burning up the heating element.

15. Use the LID if you wish to heat your samples at higher temperatures. This will also
help minimize evaporation of water.
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CONDITIONS

EDVOTEK products listed in this catalog are for educational use only. These products are
not to be used for diagnostic or drug purposes, nor are they to be administered to, or
consumed by, humans or animals.

EDVOTEK warrants the materials it sells to meet EDVOTEK's performance specification in
effect at the time of shipment. EDVOTEK cannot accept responsibility for user modifica-
tion, abuse, improper maintenance or lack of equipment. EDVOTEK's liability under this
warranty is limited to the repair of defects or the replacement of the product at its op-
tion. All claims made under the warranty must be presented to EDVOTEK within 30 days
of delivery for consideration.

This warranty is in lieu of any other warranties or guarantees, expressed or implied,
arising by law or otherwise. EDVOTEK makes no other warranty, expressed or implied,
including warranties or merchantability or fitness for a particular purpose. Under no
circumstances shall EDVOTEK be held liable for damages, either consequential, compen-
satory, incidental or special, sounding in negligence, strict liability, breach of warranty or
any other theory, arising out of the use of the products in this catalog.
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